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WE WANT YOU TO LOVE YOUR NEW FAN

SO WE'RE HERE IF YOU HAVE A QUESTION, NEED SOME
HELP OR WANT TO CHAT ABOUT OUR PRODUCTS. SEND
SUGGESTIONS OUR WAY TOO—WE’RE ALWAYS LOOKING TO
MAKE YOUR EXPERIENCE WITH HINKLEY A POSITIVE ONE.

> SERVICE@HINKLEY.COM
> 800.HINKLEY

> LET’S SEE THAT HINKLEY STYLE @HINKLEY
#HINKLEYSTYLE

This manual contains complete instructions for the
installation and operation of this fan. It has been
designed to make the installation process as easy as
possible. If you are unfamiliar or uncomfortable with
wiring, please contact a qualified electrician. If you
need additional assistance or have any questions,
please reach out to us.

For warranty information, visit hinkley.com.
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Read and follow these instructions carefully and be mindful of all warnings shown throughout.
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GENERAL INSTALLATION & OPERATION INSTRUCTIONS

To ensure the success of the installation, be sure to read the instructions and review the diagrams thoroughly before beginning.

To avoid possible electric shock, be sure electricity is turned off at the main power box before wiring. All electrical connections
must be made in accordance with local codes, ordinances and/or the National Electric Code. If you are unfamiliar with the
methods of installing electrical wiring and products, secure the services of a qualified and licensed electrician as well as
someone who can check the strength of the supportive ceiling members and make the proper installation(s) and connections.

WARNING: To reduce the risk of fire, electric shock, or other personal injury, mount fan only on an outlet box or supporting system
marked acceptable for fan support of 35 Ibs (15.9 kg) or less and use mounting screws provided with the outlet box. Most outlet
boxes commonly used for the support of lighting fixtures are not acceptable for fan support and may need to be replaced.

Consult a qualified electrician if in doubt.

Make sure that your installation site will not allow rotating fan blades to come in contact with any object. Blades should be at least
7 feet from floor.

Blades should be attached after motor housing is hung and in place. Fan motor housing should be kept in the carton until ready
to be installed to protect its finish. If you are installing more than one ceiling fan, make sure that you do not mix fan blade sets, as
each blade is part of a weighted set.

After making electrical connections, spliced conductors should be turned upward and pushed carefully up into outlet box. The
wires should be spread apart with the common conductor and the grounding conductor on one side of the outlet box, and the

"HOT" wires on the other side.

Electrical diagrams are for reference only. Light kits that are not packed with the fan must be UL listed and should be installed
per the light kit's installation instructions.

After fan is completely installed, check to make sure that all connections are secure to prevent fan from falling and/or causing
damage or injury.

The fan can be made to work immediately after installation - the bearings are adequately charged with grease so that, under
normal conditions, further lubrication should not be necessary for the life of the fan.

To operate the reverse function on this fan, press the reverse button while the fan is running.
CAUTION: Do not ingest battery - Chemical bum hazard. Keep new and used batteries away from children.

The remote control supplied with a coin/button cell battery. If the coin/button cell battery is swallowed, it can cause severe
internal bums in just 2 hours and can lead to death.

If the battery compartment does not close securely, stop using the product and keep it away from children.

If you think batteries might have been swallowed or placed inside any part of the body, seek immediate medical attention.
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IMPORTANT SAFETY PRECAUTIONS

WARNINGS:
+ Disconnect power by removing fuse or turning off circuit breaker before installing the fan and/or optional lighting.

+ Support directly from building structure.

+ To reduce the risk of fire, electric shock or personal injury, mount to outlet box marked "acceptable for fan support" and use mounting
screws provided with the outlet box. Most outlet boxes commonly used for the support of lighting fixtures are not acceptable for fan
support and may need to be replaced. Consult a qualified electrician if in doubt.

+ Do not use an incandescent light dimmer. Do not use this fan with any transformer type fan speed control device.

* To reduce the risk of personal injury, do not bend the blade arms when installing them, balancing the blades or cleaning the fan.
Do not insert any object(s) between rotating fan blades.

NOTE:

The important precautions, safeguards and instructions appearing in this manual are not meant to cover all possible conditions
and situations that may occur. It must be understood that common sense, caution and carefulness are factors which cannot be
built into this product. These factors must be supplied by the person(s) installing, caring for and operating the unit.

TOOLS & MATERIALS REQUIRED

* PHILLIPS SCREWDRIVER
+ FLAT SCREWDRIVER

* WRENCH OR PLIERS

+ WIRE CUTTER

+ STEPLADDER

* WIRING SUPPLIES AS REQUIRED BY
ELECTRICAL CODE \
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UNPACKING YOUR FAN

UNPACK YOUR FAN AND CHECK THE CONTENTS.

+ Do not discard the carton. If warranty replacement or repair is ever necessary, the fan should be returned in original packing.
Remove all parts and hardware. Do not lay motor housing on its side, or the decorative housing may shift, be bent or damaged.

+ Examine all parts. You should have the following:

l | 4 CE VERGE PACKAGE CONTENT
[ —10

1 |Blade Set of 3 BLO05756Fxx

2 |Blade support plates In Hardware Bag
5 S 3 |Hanging Bracket
) | 4 CA905756Fxx
1 [ —11| 4 |Ceiling Canopy and Trim Ring
BS _
g 5 | Downrod Asm. DR94016Fxx
f 5 6 |Yoke cover YCO05756Fxx

Fan Housing with Motor
7 |"Remove rubber shipping X
supports around motor, if

applicable. Save the screws.

8 |[16W LED Assembly AP905756Fxx
9 |Decorative cover (for optional use) LKC905756Fxx
” 10 [Receiver Incl. 5 Wire Nuts CWT905756
BHIRO Wall Control w/2032 Battery,
11 |Cradle A, Wall Plate, Face Plate, 980014FWH-R

2 Mounting Screws,
Cradle B (for flat wall use only)

w_ 3 — —————9 12 Hardware Bag

12 Bracket Mounting Hardware

(wood screws, screws, lock
washers, star washers, flat washers,

] °

wire nuts),

Blade to Motor Screws MH905756

w/Lock Washers,
Balance Kit,

o o Safety cable hardware

(wood screw, flat washer)

NOTE: Design of parts shown above may look slightly different for XX=FAN FINISH
your specific model of fan.
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PREPARATION

PREPARATION:

Verify you have all parts before beginning
the installation. Check foam insert closely for
missing parts. Remove motor from packing.
To avoid damage to finish, assemble motor
on soft padded surface or use the original Blade
foam inset in motor box.

DO NOT LAY MOTOR HOUSING ON ITS SIDE
AS THIS COULD RESULT IN SHIFTING OF
MOTOR IN DECORATIVE ENCLOSURE.

Canopy—

Downrod ——

Yoke cover

Motor Housing

N

LED Light Kit

Parts identification on assembled fan.

INSTALLING THE HANGING BRACKET

CAUTION: To avoid possible electrical shock, be sure electricity is turned off
at the main power box before wiring. All wiring must be in accordance with
National and Local Electrical Codes and the ceiling fan must be grounded as
a precaution against possible electric shock.

o Locate ceiling joist where fan is to be mounted, being sure location
agrees with the requirements in the minimum clearance section of this
guide. Wood joists must be sound and of adequate size to support 35
pounds (See page 2, items 3 and 4).

o If not already present, mount a UL listed outlet box marked "suitable for
fan support" following the instructions provided with the outlet box. The
outlet box must be able to support a minimum of 35 pounds.

e Attach hanging bracket to outlet box using screws provided with the
outlet box.

Ceiling Fan
Outlet Box

Hanger —— &
Bracket

Flat Washer —
Spring Washer—

Outlet Box —
Screw

Fig. 1
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HANGING THE FAN

Remove ball from downrod by loosening set screw in the
side of the ball. Slide ball down and remove cross pin;
remove ball. (Fig. 1)

Carefully support fan body (motor) in its styrofoam packing
with the mounting collar (where the wires come out) facing
upward.

Loosen the two security set screws and remove the downrod
pin and cottor clip from the coupling on top of the motor
assembly. (Fig. 2)

Carefully feed the electrical lead wires and safety cable from
the fan through the downrod. Thread downrod into coupler
until holes align. Insert downrod pin through holes in
mounting collar and downrod; clip cotter pin through small
hole in end of downrod pin to hold downrod in place.

Tighten security set screws against downrod using a large
flat blade screwdriver to ensure a tight fit against downrod.

Cross pin
=4

Yo

S
Hanger/v
balll

Set screw

Downrod

Fig. 1

<+«—Safety Cable

Hook-up
(3) Wires

Downrod —»

Mounting Coll &= Security Screws
ounting Collar—__ i

Cotter Pin—»f-——— b———=0<«——Downrod Pin

Top of ———
Fan Body

Fig. 2
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REMEMBER to turn off the power before you begin.

To properly install your ceiling fan, follow the steps below.

o Slip the yoke cover, trim ring and canopy onto the downrod. (Fig. 3) Cross Pi—>ac=, ;
0 Slide the hanger ball onto the downrod, insert the cross pin through Hanger ball

the downrod and tighten. Tighten the set screw. 9

Hook-up (3) Wires — Set screw

0 Feed wires through holes in rubber ball moisture cap and slide cap 5

d t f ball. (Fig. 3

own over top of ball. (Fig. 3) Downrod

o Lift ball/downrod/fan into hanger bracket opening.

NOTE: The tab opposite hanger bracket opening should fit in slot

on ball. (Fig. 4) <+— Canopy

<«— Trim Ring
—>
NOTE: Yoke Cover

6 feet of lead wire is supplied on the fan for use with
longer downrods.

Top of —
Fan Body

Fig. 3 E

Wood Ceiling Joist

INSTALLATION OF SAFETY CABLE SUPPORT

Attach the wood screw and the flat washer to the ceiling joist as
shown (do not fully tighten). Slide the cable clamp onto the

safety cable from the fan. Loop the safety cable around the Safety Cable Clamp
wood screw that was just attached to ceiling joist. Feed the end

Safety Cable Loop

Wood Screw
possible. Firmly tighten screw in the clamp. Cut off excess cable And Washer

of the cable into the clamp and pull as much cable through as

and tighten the wood screw to ceiling joist.

Fig. 4 Safety Cable
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ELECTRICAL CONNECTIONS

REMEMBER -Turn off the power! NOTE - Control must be installed within
30 feet of fan.

WARNINGS: Check to see that all connections are tight, including ground,
and that no bare wire is visible at the wire nuts, except for the ground wire.

CAUTION: To reduce the risk of electric shock, this fan must be installed with
an isolating wall control/switch.

1.

Insert the receiver into the ceiling mounting bracket with the flat side of
the receiver facing the ceiling. (Fig. 1) For best performance, make sure
the Black Antenna and WIFI Antenna, on the end of the receiver, remains
extended and not tangled with any of the electrical wires.

Make wire connections from the fan to the receiver unit. For this
step use the bundle of 5 wires on the receiver. (Fig. 2)

Connect the YELLOW fan wire to the YELLOW receiver wire.

Connect the GRAY fan wire to the GRAY receiver wire.

Connect the RED fan neutral wire to the RED receiver neutral wire.
Connect the WHITE neutral light kit lead from the fan to WHITE receiver
lead marked “ For Light”.

Connect the BLUE light kit lead from the fan to BLUE receiver lead
marked “For Light”.

Wire colors out of the fan are blue/white for the light kit. Light kit leads
from the controller/receiver are blue/white.

Connect the wiring from the ceiling to the receiver unit. (Use the 2 wire
bundle on the receiver.) Secure with supplied wire nuts.

Connect the BLACK building supply wire to the BLACK receiver wire.
Connect the WHITE receiver neutral wire to the WHITE building neutral
wire.

Connect the COPPER building ground wire to the 4 YELLOW/GREEN
ground wires from the fan and receiver.

T

<—Hanger
bracket

Receiver

Fig. 1

BLK (AC IN)—]
WH (AC IN)

A

——— GROUND

~—0Outlet box

BLK 4—e@
WH f4—@

Ceiling

YELLOW / GRN (hanger bracket)

BLUE (For light)
WHITE . =
(For light) ]/E o

Receiver \ e > %
e
Z Z
Zlz e
GRAY o|c |0
YELLOW 2=z E
RED 219 2
oo [m
[TTY X W
RED
YELLOW
GRAY
BLUE
WHITE
<«— Fan

Fig. 2
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FINISHING THE INSTALLATION

c Tuck connections neatly into ceiling outlet box.

e Remove one screw on bracket and slide the canopy up
to mounting bracket and place the key hole on screw
on the mounting bracket, turn canopy until it locks in
place at the narrow section of the key holes.

o Align the circular hole on canopy with the remaining
hole on the mounting bracket, secure by tightening the
two set screws.

NOTE: Adjust the canopy screws as necessary until the
canopy and trim ring are snug.

Ceiling Fan— Q
Outlet Box =

Hanger

Bracket Groove

Canopy—p '
< A
14— Screws
Trim Ring—p

Make sure the hook on the hanging bracket properly sits in the groove in the hanger ball before
attaching the canopy to the bracket by turning the housing until it drops into place.
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BLADE ATTACHMENT

Blades

<«—Blade support plates

<4— Screws

Insert the blade through the slot on the housing. Align the holes
on the blade and the fan motor assembly and secure with the
blade support plates and blade attachment screws.

NOTE:

Cordless power screwdrivers are NOT recommended,
as they usually strip the heads of the screws and
usually will not fully compress the lock washers on
the motor screws. Use a large flat blade screwdriver
for final tightening to fully compress the washers. This
will help ensure proper alignment of the blades and
noise-free, wobble-free running.
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INSTALLING THE LED ASSEMBLY

NOTE: Be sure the power is off before installing.

While holding the LED assembly under your fan, make the
polarized plug connections: (Fig. 1)

- White to white

- Black to black

Position the notches on the inner edge of the LED light kit so
they match the tabs on the outside of the rim on the light kit
mounting plate. Carefully lift the LED light kit inside the light
kit mounting plate and secure it to the fan by turning the LED
light kit clockwise until snug. (Fig. 1)

Restore power and your LED assembly is ready for operation.

NOTE: The decorative cover included with your fan is an option
to replace the led assembly for the light in the event that you
prefer not to use the light feature of your fan. The decorative
cover is not necessary for the light operation:; it can be saved for
later use if desired. (Fig. 2)

LED ——3
assembly

Fig. 1

Decorative —»=C— - 1J

cover
Fig. 2
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INSTALLING THE WALL CONTROL

REMEMBER to turn off the power before you begin.

NOTE - Secures to any surface or application: flat wall, single gang
box, multi gang box.

Option 1. Flat Surface Installation

0 Select a desired location. Use the wall plate to mark the
location of the mounting holes. Plastic wall anchors or
mounting screws are needed for this application. (Fig. 1)

Seat the cradle B into the wall plate. Secure the wall plate
to the wall using the provided hardware.

o Snap the face plate cover onto the wall bracket.

Remote transmitter will be held in place with built in magnets.

Wall plate Cradle B

Plastic Face plate
anlchor ) l Transmitter
® . 7
A1 A =, }
@iy Z
a
/Wall
Fig. 1

BHIR0 HIRO Control System

Option 2. For single gang box

Remove the existing wall plate and the old switch from the
wall outlet box.

Seat the cradle A into the wall plate. (Fig. 2)

Connect the black lead wires from the switch in the cradle A
to the black wires in the switch box. Hot input wire to one of
the cradle A switch leads. Power lead to the fan is connected

to the remaining switch lead.

Connect the wall plate / cradle A assembly to the wall outlet
box using the supplied hardware.

Snap the face plate cover onto the wall bracket.

Remote transmitter will be held in place with built in magnets.

Fig. 2

Outlet box

Wall plate

Cradle A

Face plate

Transmitter
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Option 3. Multi Gang Wall Switch Box Installation

Remove the existing wall plate and old switch from the wall
outlet box. (Fig. 3)

e Connect the black lead wires from the switch in the cradle A
to the black wires in the switch box. Hot input wire to one of
the cradle switch leads. Power lead to the fan is connected
to the remaining switch lead. (Fig. 4)

Attach the cradle A to the wall switch box using the supplied
hardware.

Attach the multi-gang faceplate (not provided) to the switch
set in the wall outlet box. Cradle A of Hinkley switch will fit in
any standard decora face plate.

o Remote transmitter will be held in place with built in magnets.

Outlet box

Fig. 4

Outlet box

Face plate

Switch

Fig. 3

EHIR0 HIRO Control System
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OPERATION

Your DC brushless motor is equipped with
an automatically learned type remote control.
There is no frequency switches on the
receiver or transmitter. The fan can start to
use once the pairing process is done.

Remove the panel from the transmitter and
then install one 2032 battery (included). You
need to use a coin to open or close the battery
cover. To prevent damage to transmitter,
remove the battery if not use for long periods
of time (Fig. 1)

WARNING: Chemical Burn Hazard.
Keep batteries away from children.

This product contains a lithium button/coin
cell battery. If a new or used lithium button
[coin cell battery is swallowed or enters the
body, it can cause severe internal burns
and can lead to death in as little as 2 hours.
Always completely secure the battery
compartment. If the battery compartment
does not close securely, stop using the
product, remove the batteries, and keep it
away from children. IF you think batteries
might have been swallowed or placed inside
any part of the body, seek immediate medical
attention.

The batteries shall be disposed of properly,
including keeping them away from children;
Even used cells may cause injury.

Q button:
Press this button and release instantly
to turn on or off the light.

A V button:
Press and hold to dim or brighten
lights to the desired level and release.

€2 button:
Press this button to set fan wind
direction up or down.

A V button:
Press button for turn on and setting
1-6 fan speed.

[
&'y button:

Press this button to turn the fan off
or on.

Signal light (Fig. 2)

Pairing Process

NOTE: If installing/pairing more than
one fan in an area, the power must be
disconnected from all fans except the
one fan being paired.

With the fan’s power off, restore power to
the fan. Press and hold * «% ” button for about
5 seconds and release. If optional light kit is
installed, the light kit will flash three times
and the motor spin up for 10 seconds on low
speed. The fan has completed the pairing
process with the wall control and is ready
for use.

NOTE: A single fan can be controlled with as
many as 3 wall controls in one room. Every
control will need to repeat the pairing
process based on instructions above and
all controls must be within 30 feet of the fan.

/

Fig. 1
( \
Signal light po HINKLEY
Y
~ J
Fig. 2

EHIR0O HIRO Control System
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Summer Mode and Winter Mode Operation

Summer Mode (forward):
A DOWNWARD airflow creates a cooling effect as shown in Figure 3. This allows you to set your air conditioner on a warmer setting
without affecting your comfort.

Winter Mode (Reverse):
An UPWARD airflow moves warmer air off the ceiling area as shown in Figure 4. This allows you to set your heating unit on a cooler

setting without affecting your comfort.

IMPORTANT: To prevent damage or cause injury, be sure that fan is switched to off and blades have stopped moving completely
before attempting to change direction of rotation.

The reverse switch is located on the top of the motor housing. Slide the switch to the right for winter mode operation. Slide the
switch to the left for summer mode operation. Make sure switch is not stuck between forward and reverse positions.

Fig. 3

SUMMER MODE
(COUNTERCLOCKWISE DIRECTION)

Fig. 4

WINTER MODE
(CLOCKWISE DIRECTION)
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CARE AND CLEANING

Periodically it may be necessary to re-tighten blade to blade arm screws or blade arm to motor screws to prevent clicking or humming sound during
operation. This is especially true in climates with broad temperature and humidity ranges.

When dusting the blades, you must support the blade to prevent bending - no pressure should be applied to the blades. If you experience any flaws in
the operation of your fan, please check the following points.

TROUBLESHOOTING

CAUTION:

Switch off power supply before carrying out any of these checks.

PROBLEM SOLUTION
FAN WILL 1. Check circuit fuses or breakers.
NOT START

2. Check wall control LED indicator light. If LED is not illuminated when pushing a button, it is not transmitting a
signal. Please check power to wall control/circuit breaker and all electrical connections.

3. Assure there are no more than 2 fans operating on a circuit through the wall control. Assure that there are no
more than 12 fans operating on a circuit through an on/off wall switch or a breaker (not through a wall control).

4. Assure that the fan in within range of the WiFi (150 ft.) or wall control (30 ft.).

—_

FAN SOUNDS
NOISY

Allow a 24-hour "breaking-in" period. Most noise associated with a new fan will disappear during this time.
Make sure all motor housing screws are securely fastened.

Make sure the screws that attach the fan blade to the fan are tight.

Eal I

l\élake sure your ceiling box is secure and rubber isolator pads are used between the mounting bracket and outlet
OX.

FAN WOBBLES 1. Check that all blade and blade arm screws are secure.

2. If the blade wobble is still noticeable, interchanging two adjacent (side by side) blades can redistribute the weight
and possibly result in smoother operation.

Check to assure all dowrods to motor hardware and/or hanger ball are tight.

Make sure ceiling box is secure.
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ENERGY GUIDE

AVERAGE PERFORMANCE AND ENERGY INFORMATION

Estimated
Yearly Energy Cost

$7
lv I 1 $34)

Cost Range of Similar Models (19" — 84")
« Based on 12 cents per kWh and 6.4 hours use per day
* Your cost depends on rates and use
* Energy Use: 24 Watts

ENERGYGUIDE

Airflow

4,383

Cubic Feet Per Minute

« The higher the airflow, the
more air the fan will move

« Airflow Efficiency: 183 Cubic
Feet Per Minute Per Watt

All estimates based on typical use, excluding lights

ftc.gov/energy

IAirflow Shown Is a Weighted Average of High and Low Cubic Feet per Minute Based on Downrod I

SPECIFICATIONS

PERFORMANCE STANDARD
SPEGIFICATIUNS HIGH SPEED | LOW SPEED
Airflow (CFM) 6155 2375
Energy Use (Watts) 336 44
Airflow Efficiency (CFM/W) 183 535
Energy Costs (Yearly) $7 $1
Amps 0.46 0.07
RPMs 116 46
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DOWNLOADING THE HINKLEY APP

HINKLEY APP INSTRUCTIONS:

In addition to the included wall control, you can control
your Hinkley fan through the Hinkley app.

+ To use the Hinkley app, download it for free from the
App Store or Google Play.

+ Open the Hinkley app where you will be prompted to
create an account.

+ Enter all necessary information to create an account.
+ After account is created you will receive a verification
code email to finish setting up the Hinkley app (Check

spam folder if email is not received.)

» Confirm Bluetooth is enabled to allow the fan and
Hinkley app to connect to each other.

» Click add a device on the home screen and select
desired fan.

+ The Hinkley app will then have you enter in WiFi name
and password.

+ Click done on the Hinkley app to complete connecting
the fan.

+ The Hinkley app will have options on the main screen
for fan speeds, dimming and setting timers

« Scan the QR code below for more information on the
Hinkley app opperation.

Dl @ 100%

HINKLEY

SCAN FOR ADDITIONAL DETAILS

18 | hinkley.com


















INSTALLING THE LED ASSEMBLY

NOTE: Be sure the power is off before installing.

While holding the LED assembly under your fan, make the
polarized plug connections: (Fig. 1)

- White to white

- Black to black

Position the notches on the inner edge of the LED light kit so
they match the tabs on the outside of the rim on the light kit
mounting plate. Carefully lift the LED light kit inside the light
kit mounting plate and secure it to the fan by turning the LED
light kit clockwise until snug. (Fig. 1)

Restore power and your LED assembly is ready for operation.

NOTE: The decorative cover included with your fan is an option
to replace the led assembly for the light in the event that you
prefer not to use the light feature of your fan. The decorative
cover is not necessary for the light operation:; it can be saved for
later use if desired. (Fig. 2)

LED ——3
assembly

Fig. 1

Decorative —»=C— - 1J

cover
Fig. 2
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INSTALACION DEL CONTROL DE PARED

RECUERDE apagar la alimentacion antes de comenzar.
NOTA: Se fija a cualquier superficie o aplicacion: pared
plana, caja de conexiones sencillas, caja de conexiones
multiples.

Opcidn 1. Instalacion en superficie plana

a Seleccione una ubicacién deseada. Utilice la placa de pared para
marcar la ubicacion de los orificios de montaje. Para esta aplicacion se
necesitan anclajes de pared de plastico o tornillos de montaje. (Figura

1)

Asiente la cuna B en la placa de pared. Asegure la placa de pared ala
pared usando los accesorios provistos.

° Encaje la cubierta de la placa frontal en el soporte de pared.

El transmisor remoto se mantendra en su lugar con imanes
incorporados

placa de
pared Cuna B

El plastico Placa frontal
anlcla

Transmisor
@i anyyg.

®- A || £ j
m'/ O g
=

/Muro

Fig. 1

Opcidn 2. Para caja de banda tnica

Retire la placa de pared existente y el interruptor viejo de la caja de
salida de la pared.

Asiente la cuna A en la placa de pared. (Figura 2)

Conecte los cables conductores negros del interruptor en la base A a
los cables negros en la caja del interruptor. Cable de entrada activo a
uno de los cables del interruptor de la base A. El cable de alimentacion
del ventilador estd conectado al cable restante del interruptor.
Conecte el conjunto de placa de pared/soporte A a la caja de
tomacorriente de pared utilizando los accesorios suministrados.

Encaje la cubierta de la placa frontal en el soporte de pared.

El transmisor remoto se mantendra en su lugar con imanes
incorporados

BHIRO Sistema de control HIRO

Fig. 2

caja de salida

placa de pared
Cuna A
2. i
I A Placa frontal
il €2
I A
= ) Transmisor
P
il 2
J/ /
b
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Opcidn 3. Instalacion de caja de interruptores de pared de varios gruposn
Retire la placa de pared existente y el interruptor viejo de la caja de salida de la pared. (Fig. 3)

Conecte los cables conductores negros del interruptor en la base A a los cables negros en la caja del interruptor. Cable de entrada activo a uno de los
cables del interruptor de la base. El cable de alimentacion del ventilador estd conectado al cable restante del interruptor. (Figura 4)

Fije la base A a la caja de interruptores de pared utilizando los accesorios suministrados.

Fije la placa frontal multidispositivo al juego de interruptores en la caja de salida de la pared. El soporte A del interruptor Hinkley encajara en
cualquier placa frontal decora estdndar.

El transmisor remoto se mantendra en su lugar con imanes incorporados.

caja de salida

Placa frontal

Transmisora

Cambiar

Fig. 3

BHIR0 Sistema de control HIRO
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OPERACION

Su motor sin escobillas de CC estd equipado con
un control remoto de tipo aprendido
automaticamente. No hay interruptores de
frecuencia en el receptor o transmisor. El
ventilador puede comenzar a usarse una vez que
se realiza el proceso de emparejamiento.

Retire el panel del transmisor y luego instale una
bateria 2032 (incluida). Necesita usar una moneda
para abrir o cerrar la tapa de la bateria. Para evitar
dafios al transmisor, extraiga la bateria si no la va
a utilizar durante largos periodos de tiempo (

A ADVERTENCIA: Peligro de quemaduras
quimicas. Mantenga las baterias fuera del alcance de
los nifos..

Este producto contiene una bateria de botén/bola
de litio. Si se ingiere o entra en el cuerpo una pila
de botén o de boton de litio nueva o usada, puede
causar quemaduras internas graves y provocar la
muerte en tan solo 2 horas. Siempre asegure
completamente el compartimiento de la bateria.
Si el compartimento de las pilas no cierra bien,
deje de utilizar el producto, retire las pilas y
manténgalo fuera del alcance de los nifios. SI cree
que las pilas pueden haberse tragado o colocado
dentro de cualquier parte del cuerpo, busque

atencion médica de inmediato.
Las baterias deben desecharse de manera
adecuada, incluso manteniéndolas fuera del

alcance de los nifnos; Incluso las celdas usadas
pueden causar lesiones.

Q botén:

Presione este boton y suéltelo
instantdneamente para encender o apagar
la luz.

A Vboton:

Mantenga presionado para atenuar o
aumentar las luces al nivel deseado y
suelte.

Coboton:

Presione este boton para configurar la
direccion del viento del ventilador hacia
arriba o hacia abajo.

A Vboton:

Presione el boton para encender y
configurar

s") 1-6 velocidad del ventilador. botdn:

Presione este boton para apagar el

ventilador. Luz de senal (Fig. 2)

Proceso de emparejamiento

NOTA: Si instala/empareja mas de un ventilador en
un drea, se debe desconectar la alimentacion de
todos los ventiladores excepto del que se esta
emparejando.

Con el ventilador apagado, restablezca la energia al
ventilador. Mantenga presionado el botén “  ”
durante aproximadamente 5 segundos y suéltelo. Si
se instala un juego de luces opcional, el jueggje
luces parpadeara tres veces y el motor girara
durante 10 segundos a baja velocidad. El ventilador
completo el proceso de emparejamiento con el
control de pared y esta listo para usarse.

NOTA: Se puede controlar un solo ventilador con
hasta 3 controles de pared en una habitacion. Cada
control deberd repetir el proceso de
emparejamiento segun las instrucciones anteriores
y todos los controles deben estar dentro de los 30
pies del ventilador.

APAGADO
Fig. 1
s \
LUZ de HINKLEY
sefial >
)
. J
Fig. 2

BHIRO Sistema de control HIRO
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Summer Mode and Winter Mode Operation

Summer Mode (forward):
A DOWNWARD airflow creates a cooling effect as shown in Figure 3. This allows you to set your air conditioner on a warmer setting
without affecting your comfort.

Winter Mode (Reverse):
An UPWARD airflow moves warmer air off the ceiling area as shown in Figure 4. This allows you to set your heating unit on a cooler

setting without affecting your comfort.

IMPORTANT: To prevent damage or cause injury, be sure that fan is switched to off and blades have stopped moving completely
before attempting to change direction of rotation.

The reverse switch is located on the top of the motor housing. Slide the switch to the right for winter mode operation. Slide the
switch to the left for summer mode operation. Make sure switch is not stuck between forward and reverse positions.

Fig. 3

SUMMER MODE
(COUNTERCLOCKWISE DIRECTION)

Fig. 4

WINTER MODE
(CLOCKWISE DIRECTION)
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Periddicamente puede ser necesario volver a apretar los tornillos del brazo del aspa o del brazo del aspa al motor para evitar un chasquido o un zumbido
durante el funcionamiento. Esto es especialmente cierto en climas con amplios rangos de temperatura y humedad.

Al desempolvar las hojas, debe apoyar la hoja para evitar que se doble; no se debe aplicar presion a las hojas. Si experimenta alguna falla en el funcionamiento
de su ventilador, verifique los siguientes puntos.

PRECAUCION:
Apague la fuente de alimentacion antes de realizar cualquiera de estas
comprobaciones..
PROBLEMA SOLUCION
1. Revise los fusibles o disyuntores del circuito.
EL
VENTILADOR 2. Verifique la luz indicadora LED del control de pared. Si el LED no se ilumina al presionar un botdn, no estd transmitiendo una sefial.
NO ARRANCA Verifique la alimentacion al control de pared/disyuntor y todas las conexiones eléctricas.
3. Asegurese de que no haya mds de 2 ventiladores funcionando en un circuito a través del control de pared. Asegtirese de que no haya
més de 12 ventiladores funcionando en un circuito a través de un interruptor de pared de encendido/apagado o un disyuntor (no a través
de un control de pared).
4. Asegurese de que el ventilador esté dentro del alcance del WiFi (150 pies) o del control de pared (30 pies).
EL VENTILADOR 1. Permita un periodo de "asentamiento” de 24 horas. La mayor parte del ruido asociado con un ventilador nuevo desaparecera

SUENA RUIDOSO durante este tiempo.
2. Asegurese de que todos los tornillos de la carcasa del motor estén bien apretados.
3. Asegurese de que los tornillos que sujetan el aspa del ventilador al ventilador estén apretados.

4. Asegurese de que su caja de techo esté segura y que se usen almohadillas aislantes de goma entre el soporte de montaje y la caja de

salida.
EL 1. Verifique que todos los tornillos de las aspas y los brazos de las aspas estén seguros.
VENTILADOR
SE BALANCEA 2. Si todavia se nota el bamboleo de las hojas, intercambiar dos hojas adyacentes (lado a lado) puede redistribuir el peso y posiblemente

resultar en una operacién mas suave.
3. Verifique para asegurarse de que todas las varillas del motor y/o la bola de suspension estén apretadas.

4. Asegurese de que la caja del techo esté segura.
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GUIA DE ENERGIA ESPECIFICACIONES

INFORMACION MEDIA DE DESEMPENO Y ENERGIA

ENERGYGUIDE
. SPECIFICATIONS HIGH SPEED | LOW SPEED
Estimated Airflow
Yearly Energy Cost Airflow (CFM) 6155 2375
4,383
7 Cubic Feet Per Minute Energy Use (Watts) 33.6 4.4
v . i irflow,
(53 (T o o el v Airflow Efficiency (CFM/W) | 183 535
« Airflow Efficiency: 183 Cubic
Cost Range of Similar Models (19" — 84”) Feet Per Minute Per Watt
« Based on 12 cents per kWh and 6.4 hours use per day Energy Costs (Yearly) $7 $1
* Your cost depends on rates and use
* Energy Use: 24 Watts Amps 0.46 0.07
All estimates based on typical use, excluding lights ftc.gov/energy
IAirrow Shown Is a Weighted Average of High and Low Cubic Feet per Minute Based on Downrod I RPMs 16 46
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DESCARGA DE LA APLICACION HINKLEY

INSTRUCCIONES DE LA APLICACION HINKLEY:
Ademas del control de pared incluido, puede controlar su
ventilador Hinkley a través de la aplicacion Hinkley.

* o Para usar la aplicacion Hinkley, descarguela gratis de App
Store o Google Play.
« Abra la aplicacion Hinkley donde se le pedira que cree una
cuenta.
« Ingrese toda la informacién necesaria para crear una cuenta.
« Después de crear la cuenta, recibird un correo electrénico con
un codigo de verificacién para finalizar la configuracién de la
aplicacion Hinkley (consulte la carpeta de correo no deseado si
no se recibe el correo electronico).
« Confirme que Bluetooth estd habilitado para permitir que el
ventilador y la aplicaciéon Hinkley se conecten entre si.
« Haga clic en agregar un dispositivo en la pantalla de inicio y
seleccione el ventilador deseado.
« La aplicacion Hinkley le pedird que ingrese el nombre y la
contrasefia de WiFi.
« Haga clic en Listo en la aplicacion Hinkley para completar la
conexion del ventilador.
« La aplicacion Hinkley tendra opciones en la pantalla principal
para velocidades de ventilador, atenuacién y configuracion de
temporizadores
« Escanee el c6digo QR a continuacién para obtener més
informacion sobre el funcionamiento de la aplicacion Hinkley.

.l @ 100%

HINKLEY

SCAN FOR ADDITIONAL DETAILS
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HINKLEY SE ENCUENTRA ORGULLOSO DE PROPORCIONARLE
PRODUCTOS PARA VENTILADORES DE TECHO QUE MEJORAN SU
ESPACIO CON COMODIDAD, PROPOSITO Y ESTILO. COMO EMPRESA
FAMILIAR, ESTAMOS COMPROMETIDOS CON EL DISENO, EL
RENDIMIENTO Y LA CALIDAD, Y LO QUE ES IMPORTANTE PARA
USTED ES PARAMOUNT PARA NOSOTROS.

PARA UN SURTIDO COMPLETO DE NUESTROS
PRODUCTOS Y FUENTES DE LIBROS, VISITA
HINKLEY.COM.
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MANUEL D'UTILISATION EN FRANCAIS
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NOUS VOULONS VOUS AIMER VOTRE
NOUVEAU FAN

NOUS SOMMES ICI SI VOUS AVEZ UNE QUESTION, BESOIN
D'UNE AIDE OU VOULEZ CHAT SUR NOS PRODUITS. ENVOYER
DES SUGGESTIONS NOTRE FAGCON AUSSI - NOUS CHERCHONS
TOUJOURS A FAIRE DE VOTRE EXPERIENCE AVEC HINKLEY
UNE POSITIVE.

> SERVICE@HINKLEY.COM
> 800.HINKLEY

> LET’S SEE THAT HINKLEY STYLE @HINKLEY
#HINKLEYSTYLE

Ce manuel contient des instructions complétes pour
l'installation et le fonctionnement de ce ventilateur. Il a
été congu pour rendre le processus d'installation aussi
simple que possible. Si vous n'étes pas familier ou mal
a l'aise avec le cablage, veuillez contacter un
électricien qualifié. Si vous avez besoin d'aide
supplémentaire ou avez des questions, n'hésitez pas a
nous contacter.

Pour des informations sur la garantie, visitez hinkley.com.
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WARNING:

Read and follow these instructions carefully and be mindful of all warnings shown throughout.
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INSTRUCTIONS GENERALES D'INSTALLATION ET D'UTILISATION

Pour assurer le succés de l'installation, assurez-vous de lire les instructions et de revoir attentivement les schémas avant de commencer.

Pour éviter tout risque d'électrocution, assurez-vous que I'électricité est coupée au niveau du boitier d'alimentation principal avant le cablage. Toutes
les connexions électriques doivent étre effectuées conformément aux codes locaux, aux ordonnances et/ou au Code national de I'électricité. Si vous
n'étes pas familier avec les méthodes d'installation du cablage et des produits électriques, faites appel aux services d'un électricien qualifié et agréé
ainsi que d'une personne capable de vérifier la résistance des éléments de support du plafond et d'effectuer les installations et connexions appropriées.

AVERTISSEMENT : Pour réduire le risque d'incendie, de choc électrique ou d'autres blessures, montez le ventilateur uniquement sur une boite de
sortie ou un systéme de support marqué acceptable pour un support de ventilateur de 35 Ib (15,9 kg) ou moins et utilisez les vis de montage fournies
avec la boite de sortie. . La plupart des boites de sortie couramment utilisées pour le support des appareils d'éclairage ne sont pas acceptables pour le
support des ventilateurs et peuvent devoir étre remplacées. Consultez un électricien qualifié en cas de doute.

Assurez-vous que votre site d'installation ne permettra pas aux pales de ventilateur en rotation d'entrer en contact avec un objet. Les lames doivent
étre a au moins 7 pieds du sol.

Les lames doivent étre fixées une fois le boitier du moteur suspendu et en place. Le boitier du moteur du ventilateur doit étre conservé dans le carton
jusqu'a ce qu'il soit prét a étre installé pour protéger son fini. Si vous installez plus d'un ventilateur de plafond, assurez-vous de ne pas mélanger les
ensembles de pales de ventilateur, car chaque pale fait partie d'un ensemble pondéré.

After making electrical connections, spliced conductors should be turned upward and pushed carefully up into outlet box. The
Apres avoir effectué les connexions électriques, les conducteurs épissés doivent étre tournés vers le haut et poussés avec précaution dans la boite de
sortie. Les fils doivent étre écartés avec le conducteur commun et le conducteur de mise a la terre d'un coté de la boite de sortie, et le
Fils "CHAUDS" de 'autre coté.

Les schémas électriques sont fournis a titre indicatif uniquement. Les kits d'éclairage qui ne sont pas emballés avec le ventilateur doivent étre
homologués UL et doivent étre installés conformément aux instructions d'installation du kit d'éclairage.

Une fois le ventilateur complétement installé, assurez-vous que toutes les connexions sont sécurisées pour éviter que le ventilateur ne tombe et/ou ne
cause des dommages ou des blessures.

Le ventilateur peut étre mis en marche immédiatement aprés l'installation - les roulements sont suffisamment chargés de graisse pour que, dans des
conditions normales, une lubrification supplémentaire ne soit pas nécessaire pendant la durée de vie du ventilateur.

Pour activer la fonction d'inversion sur ce ventilateur, appuyez sur le bouton d'inversion pendant que le ventilateur est en marche.
ATTENTION : Ne pas ingérer la batterie - Risque de brélure chimique. Gardez les piles neuves et usagées hors de portée des enfants.

La télécommande est fournie avec une pile bouton/bouton. Si la pile bouton/bouton est avalée, elle peut provoquer de graves bralures internes en
seulement 2 heures et entrainer la mort.

Sile compartiment 4 piles ne se ferme pas correctement, arrétez d'utiliser le produit et tenez-le hors de portée des enfants.

Si vous pensez que des piles ont été avalées ou placées a l'intérieur d'une partie du corps, consultez immédiatement un médecin.
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PRECAUTIONS DE SECURITE IMPORTANTES

AVERTISSEMENTS:

+ Coupez I'alimentation en retirant le fusible ou en fermant le disjoncteur avant d'installer le ventilateur et / ou I'éclairage en option.

+ Support directement a partir de la structure du batiment.

« Pour réduire le risque d'incendie, d'électrocution ou de blessure, montez sur la boite de sortie marquée "acceptable pour le support du
ventilateur" et utilisez les vis de montage fournies avec la boite de sortie. La plupart des boitiers de sortie couramment utilisés pour le
support des appareils d'éclairage ne sont pas acceptables pour le support du ventilateur et peuvent devoir étre remplacés. Consulter un
électricien qualifié en cas de doute.

- N'utilisez pas de gradateur de lumiére incandescente. N'utilisez pas ce ventilateur avec un dispositif de contréle de vitesse de ventilateur
de type transformateur.

« Pour réduire le risque de blessures corporelles, ne pliez pas les bras des pales lors de leur installation, de I'équilibrage des pales ou du
nettoyage du ventilateur.

» N'insérez aucun objet entre les pales du ventilateur en rotation.

REMARQUE:
Les précautions, garanties et instructions importantes figurant dans ce manuel ne sont pas destinées a couvrir toutes les conditions
et situations possibles qui peuvent survenir. Il faut comprendre que le bon sens, la prudence et la prudence sont des facteurs qui ne
peuvent étre intégrés a ce produit. Ces facteurs doivent étre fournis par la ou les personnes installant, prenant soin et utilisant

I'appareil.
OUTILS ET MATERIAUX REQUIS
- TOURNEVIS CRUCIFORME
+ TOURNEVIS PLAT )
- CLE OU PINCE
+ COUPE-FIL
- ESCABEAU
- FOURNITURES DE CABLAGE
COMME REQUIS PAR LE CODE =
ELECTRIQUE
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DEBALLAGE DE VOTRE VENTILATEUR

DEBALLER VOTRE FAN ET VERIFIER LE CONTENU

» Ne jetez pas le carton. Si un remplacement ou une réparation sous garantie est nécessaire, le ventilateur doit étre retourné dans
son emballage d'origine. Retirez toutes les piéces et le matériel. Ne posez pas le boitier du moteur sur le cété, sinon le boitier
décoratif pourrait se déplacer, étre plié ou endommagé.

« Examinez toutes les pieces. Vous devriez avoir les éléments suivants:

l | 4 CE VERGE PACKAGE CONTENT
[ —10

1 |Blade Set of 3 BLO05756Fxx

2 |Blade support plates In Hardware Bag
5 S 3 |Hanging Bracket
) | 4 CA905756Fxx
1 [ —11| 4 |Ceiling Canopy and Trim Ring
BS _
g 5 | Downrod Asm. DR94016Fxx
f 5 6 |Yoke cover YCO05756Fxx

Fan Housing with Motor
7 |"Remove rubber shipping X
supports around motor, if

applicable. Save the screws.

8 |[16W LED Assembly AP905756Fxx
9 |Decorative cover (for optional use) LKC905756Fxx
” 10 [Receiver Incl. 5 Wire Nuts CWT905756
BHIRO Wall Control w/2032 Battery,
11 |Cradle A, Wall Plate, Face Plate, 980014FWH-R

2 Mounting Screws,
Cradle B (for flat wall use only)

w_ 3 — —————9 12 Hardware Bag

12 Bracket Mounting Hardware

(wood screws, screws, lock
washers, star washers, flat washers,

] °

wire nuts),

Blade to Motor Screws MH905756

w/Lock Washers,
Balance Kit,

o o Safety cable hardware

(wood screw, flat washer)

NOTE: Design of parts shown above may look slightly different for XX=FAN FINISH
your specific model of fan.
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PREPARATION

PREPARATION:

Vérifiez que vous avez toutes les pieces avant de
commencer l'installation. Vérifiez attentivement
l'insert en mousse pour les piéces manquantes.
Retirer le moteur de I'emballage. Pour éviter
d'endommager la finition, assemblez le moteur sur
une surface rembourrée douce ou utilisez l'insert en
mousse d'origine dans le boitier du moteur.

NE PAS POSER LE BOITIER DU MOTEUR SUR
LE COTE CAR CELA POURRAIT ENTRAINER
LE DEPLACEMENT DU MOTEUR DANS
L'ENCEINTE DECORATIVE.

Blade

Canopy—

Downrod ——

Yoke cover

Motor Housing

N

LED Light Kit

Parts identification on assembled fan.

INSTALLING THE HANGING BRACKET

CAUTION: To avoid possible electrical shock, be sure electricity is turned off
at the main power box before wiring. All wiring must be in accordance with
National and Local Electrical Codes and the ceiling fan must be grounded as
a precaution against possible electric shock.

Locate ceiling joist where fan is to be mounted, being sure location
agrees with the requirements in the minimum clearance section of this
guide. Wood joists must be sound and of adequate size to support 35
pounds (See page 2, items 3 and 4).

o If not already present, mount a UL listed outlet box marked "suitable for
fan support" following the instructions provided with the outlet box. The
outlet box must be able to support a minimum of 35 pounds.

e Attach hanging bracket to outlet box using screws provided with the
outlet box.

Ceiling Fan
Outlet Box

Hanger ——
Bracket

Flat Washer —
Spring Washer—

Outlet Box —
Screw

Fig. 1

©2023 Hinkley Lighting, Inc. | hinkley.com | 05




HANGING THE FAN

Remove ball from downrod by loosening set screw in the
side of the ball. Slide ball down and remove cross pin;
remove ball. (Fig. 1)

Carefully support fan body (motor) in its styrofoam packing
with the mounting collar (where the wires come out) facing
upward.

Loosen the two security set screws and remove the downrod
pin and cottor clip from the coupling on top of the motor
assembly. (Fig. 2)

Carefully feed the electrical lead wires and safety cable from
the fan through the downrod. Thread downrod into coupler
until holes align. Insert downrod pin through holes in
mounting collar and downrod; clip cotter pin through small
hole in end of downrod pin to hold downrod in place.

Tighten security set screws against downrod using a large
flat blade screwdriver to ensure a tight fit against downrod.

Cross pin
=4

Yo

S
Hanger/v
balll

Set screw

Downrod

Fig. 1

<+«—Safety Cable

Hook-up
(3) Wires

Downrod —»

Mounting Coll &= Security Screws
ounting Collar—__ i

Cotter Pin—»f-——— b———=0<«——Downrod Pin

Top of ———
Fan Body

Fig. 2
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REMEMBER to turn off the power before you begin.

To properly install your ceiling fan, follow the steps below.

o Slip the yoke cover, trim ring and canopy onto the downrod. (Fig. 3) Cross Pi—>ac=, ;
0 Slide the hanger ball onto the downrod, insert the cross pin through Hanger ball

the downrod and tighten. Tighten the set screw. 9

Hook-up (3) Wires — Set screw

0 Feed wires through holes in rubber ball moisture cap and slide cap 5

d t f ball. (Fig. 3

own over top of ball. (Fig. 3) Downrod

o Lift ball/downrod/fan into hanger bracket opening.

NOTE: The tab opposite hanger bracket opening should fit in slot

on ball. (Fig. 4) <+— Canopy

<«— Trim Ring
—>
NOTE: Yoke Cover

6 feet of lead wire is supplied on the fan for use with
longer downrods.

Top of —
Fan Body

Fig. 3 E

Wood Ceiling Joist

INSTALLATION OF SAFETY CABLE SUPPORT

Attach the wood screw and the flat washer to the ceiling joist as
shown (do not fully tighten). Slide the cable clamp onto the

safety cable from the fan. Loop the safety cable around the Safety Cable Clamp
wood screw that was just attached to ceiling joist. Feed the end

Safety Cable Loop

Wood Screw
possible. Firmly tighten screw in the clamp. Cut off excess cable And Washer

of the cable into the clamp and pull as much cable through as

and tighten the wood screw to ceiling joist.

Fig. 4 Safety Cable
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ELECTRICAL CONNECTIONS

REMEMBER -Turn off the power! NOTE - Control must be installed within
30 feet of fan.

WARNINGS: Check to see that all connections are tight, including ground,
and that no bare wire is visible at the wire nuts, except for the ground wire.

CAUTION: To reduce the risk of electric shock, this fan must be installed with
an isolating wall control/switch.

1.

Insert the receiver into the ceiling mounting bracket with the flat side of
the receiver facing the ceiling. (Fig. 1) For best performance, make sure
the Black Antenna and WIFI Antenna, on the end of the receiver, remains
extended and not tangled with any of the electrical wires.

Make wire connections from the fan to the receiver unit. For this
step use the bundle of 5 wires on the receiver. (Fig. 2)

Connect the YELLOW fan wire to the YELLOW receiver wire.

Connect the GRAY fan wire to the GRAY receiver wire.

Connect the RED fan neutral wire to the RED receiver neutral wire.
Connect the WHITE neutral light kit lead from the fan to WHITE receiver
lead marked “ For Light”.

Connect the BLUE light kit lead from the fan to BLUE receiver lead
marked “For Light”.

Wire colors out of the fan are blue/white for the light kit. Light kit leads
from the controller/receiver are blue/white.

Connect the wiring from the ceiling to the receiver unit. (Use the 2 wire
bundle on the receiver.) Secure with supplied wire nuts.

Connect the BLACK building supply wire to the BLACK receiver wire.
Connect the WHITE receiver neutral wire to the WHITE building neutral
wire.

Connect the COPPER building ground wire to the 4 YELLOW/GREEN
ground wires from the fan and receiver.

T

<—Hanger
bracket

Receiver

Fig. 1

BLK (AC IN)—]
WH (AC IN)

A

——— GROUND

~—0Outlet box

BLK 4—e@
WH f4—@

Ceiling

YELLOW / GRN (hanger bracket)

BLUE (For light)
WHITE . =
(For light) ]/E o

Receiver \ e > %
e
Z Z
Zlz e
GRAY o|c |0
YELLOW 2=z E
RED 219 2
oo [m
[TTY X W
RED
YELLOW
GRAY
BLUE
WHITE
<«— Fan

Fig. 2
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FINISHING THE INSTALLATION

c Tuck connections neatly into ceiling outlet box.

e Remove one screw on bracket and slide the canopy up
to mounting bracket and place the key hole on screw
on the mounting bracket, turn canopy until it locks in
place at the narrow section of the key holes.

o Align the circular hole on canopy with the remaining
hole on the mounting bracket, secure by tightening the
two set screws.

NOTE: Adjust the canopy screws as necessary until the
canopy and trim ring are snug.

Ceiling Fan— Q
Outlet Box =

Hanger

Bracket Groove

Canopy—p '
< A
14— Screws
Trim Ring—p

Make sure the hook on the hanging bracket properly sits in the groove in the hanger ball before
attaching the canopy to the bracket by turning the housing until it drops into place.
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BLADE ATTACHMENT

Blades

<«—Blade support plates

<4— Screws

Insert the blade through the slot on the housing. Align the holes
on the blade and the fan motor assembly and secure with the
blade support plates and blade attachment screws.

NOTE:

Cordless power screwdrivers are NOT recommended,
as they usually strip the heads of the screws and
usually will not fully compress the lock washers on
the motor screws. Use a large flat blade screwdriver
for final tightening to fully compress the washers. This
will help ensure proper alignment of the blades and
noise-free, wobble-free running.

10 | hinkley.com




INSTALLING THE LED ASSEMBLY

NOTE: Be sure the power is off before installing.

While holding the LED assembly under your fan, make the
polarized plug connections: (Fig. 1)

- White to white

- Black to black

Position the notches on the inner edge of the LED light kit so
they match the tabs on the outside of the rim on the light kit
mounting plate. Carefully lift the LED light kit inside the light
kit mounting plate and secure it to the fan by turning the LED
light kit clockwise until snug. (Fig. 1)

Restore power and your LED assembly is ready for operation.

NOTE: The decorative cover included with your fan is an option
to replace the led assembly for the light in the event that you
prefer not to use the light feature of your fan. The decorative
cover is not necessary for the light operation:; it can be saved for
later use if desired. (Fig. 2)

LED ——3
assembly

Fig. 1

Decorative —»=C— - 1J

cover
Fig. 2
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INSTALLATION DE LA COMMANDE MURALE

N'OUBLIEZ PAS de couper 'alimentation avant de
commencer.

REMARQUE - Se fixe a n'importe quelle surface ou
application : mur plat, boite simple, boite multiple.
Option 1. Installation sur une surface plane

a Sélectionnez un emplacement souhaité. Utilisez la plaque murale pour
marquer I'emplacement des trous de montage. Des ancrages muraux
en plastique ou des vis de montage sont nécessaires pour cette

application. (Fig. 1)

Installez le berceau B dans la plaque murale. Fixez la plaque murale au
mur 4 l'aide du matériel fourni.

° Enclenchez le couvercle de la plaque frontale sur le support mural.

L'émetteur a distance sera maintenu en place avec des aimants intégrés

plaque

ml.lrale

Berceau B Plaque

frontale
l Emetteur

e m m / ------ ;HJ w
/Mu;/
Fig. 1

BHIRO Systéme de controle HIRO

Option 2. Pour boite simple

Retirez la plaque murale existante et 'ancien interrupteur de la boite
de prise murale.

Installez le berceau A dans la plaque murale. (Fig. 2)

Connectez les fils conducteurs noirs de l'interrupteur du berceau A aux
fils noirs du boitier de l'interrupteur. Fil d'entrée sous tension vers 'un

des fils de I'interrupteur du socle A. Le fil d'alimentation du ventilateur

est connecté au fil restant de l'interrupteur.

Connectez l'ensemble plaque murale / berceau A a la boite de prise
murale a l'aide du matériel fourni.

Enclenchez le couvercle de la plaque frontale sur le support mural.

L'émetteur a distance sera maintenu en place avec des aimants
intégrés..

Fig. 2

Boite de sortie

plaque murale
I Berceau A
2. i

I A Plaque frontale
| (%

1 h )
= p Emetteur

\L P
il 2
B Z
h
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Option 3. Installation d'un boitier d'interrupteur mural multi-groupes

quelle plaque frontale Decora standard.

L'émetteur a distance sera maintenu en place avec des aimants intégrés.

Retirez la plaque murale existante et I'ancien interrupteur de la boite de prise murale. (Fig. 3)

Connectez les fils conducteurs noirs de l'interrupteur du berceau A aux fils noirs du boitier de I'interrupteur. Fil d'entrée sous tension vers l'un des fils
de l'interrupteur du socle. Le fil d'alimentation du ventilateur est connecté au fil restant de l'interrupteur. (Fig. 4)

Fixez le socle A au boitier de I'interrupteur mural a I'aide du matériel fourni.

Fixez la fagade multi-gang a I'ensemble d'interrupteurs dans la boite de prise murale. Le berceau A de l'interrupteur Hinkley s'adaptera a n'importe

Boite de sortie

Changer

Fig. 3

Boite de sortie

Berceau A

Plaque frontale

Emettrice

Fig. 4

BHIR0 HIRO Control System
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OPERATION

Votre moteur CC sans balais est équipé d'une
télécommande de type a apprentissage
automatique. Il n'y a pas de commutateurs de
fréquence sur le récepteur ou I'émetteur. Le
ventilateur peut commencer a fonctionner une
fois le processus d'appairage terminé.

Retirez le panneau de I'émetteur, puis installez une
pile 2032 (incluse). Vous devez utiliser une piece
de monnaie pour ouvrir ou fermer le couvercle de
la batterie. Pour éviter d'endommager I'émetteur,
retirez la batterie si elle n'est pas utilisée pendant
de longues périodes (Fig. 1)

AVERTISSEMENT : risque de
bralure ¢ imique. Gardez les piles hors
de portée des enfants.

Ce produit contient une pile bouton/bouton au
lithium. Si une pile bouton/bouton au lithium
neuve ou usagée est avalée ou pénétre dans le
corps, elle peut provoquer de graves bralures
internes et entrainer la mort en moins de 2
heures. Fixez toujours completement le
compartiment a piles. Si le compartiment des
piles ne se ferme pas correctement, arrétez
d'utiliser le produit, retirez les piles et tenez-le
hors de portée des enfants. SI vous pensez que des
piles ont été avalées ou placées a l'intérieur d'une
partie du corps, consultez immédiatement un
médecin.

Les piles doivent étre éliminées de maniére
appropriée, y compris en les gardant hors de
portée des enfants; Méme les cellules usagées
peuvent causer des blessures.

0 Q bbouton:

Appuyez sur ce bouton et relachez-le
instantanément pour allumer ou éteindre
la lumiére.

0 A Vbouton:
Appuyez et maintenez pour atténuer ou
augmenter les lumiéres au niveau désiré
et relachez.

o Cobouton:
Appuyez sur ce bouton pour régler la
direction du vent du ventilateur vers le
haut ou vers le bas.

0 A Vbouton:
Appuyez sur le bouton pour allumer et
régler 1-6 vitesses de ventilateur.

o % bouton: Appuyez sur ce bouton
pour éteindre le ventilateur.

e Signal lumineux (Fig. 2)

Processus d'appariement

REMARQUE : Si vous installez/jumelez plus d'un
ventilateur dans une zone, l'alimentation doit étre
déconnectée de tous les ventilateurs, a 'exception
du ventilateur jumelé.

Le ventilateur étant hors tension, rétablissez
l'alimentation du ventilateur. Appuyez et maintenez
lebouton " &% " pendant environ 5 secondes et
relachez. Sile kit d'éclairage en option est installé, le
kit d'éclairage clignote trois fois et le moteur tourne
pendant 10 secondes a basse vitesse. Le ventilateur a
terminé le processus d'appairage avec la commande
murale et est prét a I'emploi.

REMARQUE : Un seul ventilateur peut étre
controlé avec jusqu'a 3 commandes murales dans
une piece. Chaque controle devra répéter le
processus d'appariement en fonction des
instructions ci-dessus et tous les contrdles doivent
étre a moins de 30 pieds du ventilateur

<«

DESACTIVE
Fig. 1
\
Signal » o HINKLEY
lumineux
J
Fig. 2

BHIRO Systéeme de contrdle HIRO
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Summer Mode and Winter Mode Operation

Summer Mode (forward):
A DOWNWARD airflow creates a cooling effect as shown in Figure 3. This allows you to set your air conditioner on a warmer setting
without affecting your comfort.

Winter Mode (Reverse):
An UPWARD airflow moves warmer air off the ceiling area as shown in Figure 4. This allows you to set your heating unit on a cooler

setting without affecting your comfort.

IMPORTANT: To prevent damage or cause injury, be sure that fan is switched to off and blades have stopped moving completely
before attempting to change direction of rotation.

The reverse switch is located on the top of the motor housing. Slide the switch to the right for winter mode operation. Slide the
switch to the left for summer mode operation. Make sure switch is not stuck between forward and reverse positions.

Fig. 3

SUMMER MODE
(COUNTERCLOCKWISE DIRECTION)

Fig. 4

WINTER MODE
(CLOCKWISE DIRECTION)
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Périodiquement, il peut étre nécessaire de resserrer les vis du bras de lame ou du bras de lame sur le moteur pour éviter les cliquetis ou les bourdonnements
pendant le fonctionnement. Cela est particulierement vrai dans les climats avec de larges plages de température et d'humidité.

Lors du dépoussiérage des lames, vous devez soutenir la lame pour éviter qu'elle ne se plie - aucune pression ne doit étre appliquée sur les lames. Si vous
rencontrez des défauts dans le fonctionnement de votre ventilateur, veuillez vérifier les points suivants.

AVERTIR:
Couper 'alimentation électrique avant d'effectuer I'une de ces
vérifications.
PROBLEME SOLUTION
LE 1. Vérifiez les fusibles ou les disjoncteurs du circuit.
VENTILATE 2. Vérifiez le voyant DEL de la commande murale. Si la LED n'est pas allumée lorsque vous appuyez sur un bouton, il ne transmet pas de
URNE signal. Veuillez vérifier I'alimentation de la commande murale/disjoncteur et toutes les connexions électriques.
DEMARRE 3. Assurez-vous qu'il n'y a pas plus de 2 ventilateurs fonctionnant sur un circuit a travers la commande murale. Assurez-vous qu'iln'y a
PAS pas plus de 12 ventilateurs fonctionnant sur un circuit via un interrupteur mural marche/arrét ou un disjoncteur (et non via une

commande murale).
4. Assurez-vous que le ventilateur est a portée du Wi-Fi (150 pieds) ou de la commande murale (30 pieds).

LE 1. Prévoyez une période de « rodage » de 24 heures. La plupart des bruits associés a un nouveau ventilateur disparaitront pendant cette
VENTILATEU période.

R SONNE 2. Assurez-vous que toutes les vis du boitier du moteur sont bien serrées.

BRUYANT 3. Assurez-vous que les vis qui fixent la pale du ventilateur au ventilateur sont bien serrées.

4. Assurez-vous que votre boite de plafond est sécurisée et que des coussinets isolants en caoutchouc sont utilisés entre le support de
montage et la boite de sortie.

LE 1. Vérifiez que toutes les vis de lame et de bras de lame sont bien fixées.
VENTILATEUR 2. Sil'oscillation de la lame est toujours perceptible, 'échange de deux lames adjacentes (cote a cote) peut redistribuer le poids et
VAGUE éventuellement entrainer un fonctionnement plus fluide.

3. Assurez-vous que toutes les tiges de suspension du matériel du moteur et/ou de la boule de suspension sont bien serrées.
4. Assurez-vous que la boite de plafond est sécurisée.
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ENERGY GUIDE

AVERAGE PERFORMANCE AND ENERGY INFORMATION

Estimated
Yearly Energy Cost

$7
lv I 1 $34)

Cost Range of Similar Models (19" — 84")
« Based on 12 cents per kWh and 6.4 hours use per day
* Your cost depends on rates and use
* Energy Use: 24 Watts

ENERGYGUIDE

Airflow

4,383

Cubic Feet Per Minute

« The higher the airflow, the
more air the fan will move

« Airflow Efficiency: 183 Cubic
Feet Per Minute Per Watt

All estimates based on typical use, excluding lights

ftc.gov/energy

IAirflow Shown Is a Weighted Average of High and Low Cubic Feet per Minute Based on Downrod I

SPECIFICATIONS

PERFORMANCE STANDARD
SPEGIFICATIUNS HIGH SPEED | LOW SPEED
Airflow (CFM) 6155 2375
Energy Use (Watts) 336 44
Airflow Efficiency (CFM/W) 183 535
Energy Costs (Yearly) $7 $1
Amps 0.46 0.07
RPMs 116 46
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TELECHARGEMENT DE L'APPLICATION HINKLEY

INSTRUCTIONS POUR L'APPLICATION HINKLEY :
En plus de la commande murale incluse, vous pouvez
controler votre ventilateur Hinkley via l'application Hinkley.

> all @ 100%

« Pour utiliser I'application Hinkley, téléchargez-la gratuitement
depuis I'App Store ou Google Play.

o Ouvrez l'application Hinkley ou vous serez invité a créer un
compte.

« Entrez toutes les informations nécessaires pour créer un compte.
« Une fois le compte créé, vous recevrez un e-mail de code de
vérification pour terminer la configuration de l'application HINKLEY
Hinkley (vérifiez le dossier spam si I'e-mail n'est pas regu.)
 Confirmez que Bluetooth est activé pour permettre au
ventilateur et a I'application Hinkley de se connecter I'un a l'autre.
« Cliquez sur Ajouter un appareil sur I'écran d'accueil et
sélectionnez le ventilateur souhaité.

« L'application Hinkley vous demandera alors d'entrer le nom et
le mot de passe WiFi.

« Cliquez sur terminé sur l'application Hinkley pour terminer la
connexion du ventilateur.

« L'application Hinkley proposera des options sur l'écran

principal pour la vitesse du ventilateur, la gradation et le réglage
des minuteries

« Scannez le code QR ci-dessous pour plus d'informations sur le
fonctionnement de l'application Hinkley.

SCANNEZ POUR PLUS DE DETAILS
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HINKLEY EST FIERE DE VOUS FOURNIR DES PRODUITS DE
VENTILATEUR DE PLAFOND QUI AMELIORENT VOTRE ESPACE
AVEC CONFORT, OBJECTIF ET STYLE. EN TANT QU'ENTREPRISE
FAMILIALE, NOUS NOUS ENGAGEONS A CONCEVOIR,
PERFORMANCE ET QUALITE, ET CE QUI EST IMPORTANT POUR

VOUS EST PARAMOUNT POUR NOUS.

POUR UN ASSORTIMENT COMPLET DE NOS PRODUITS ET
LIVRES DE SOURCE, VISITEZ HINKLEY.COM.
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