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FEATURES

• ADA compliant, low profile design
• Wet location listed, IP65 rated
• CEC Title 24 compliant
• Mitered glass and aluminum construction
• Dimming with electronic low voltage (ELV) dimmer
• No transformer or driver required
• 80,000 hour rated life
• Color Temp: 3000K
• CRI: 90

PRODUCT DESCRIPTION

A Shinto inspired architectural design.  
Miter cut and joined white glass provides crisp lines to 
complement the hardware lines. Three sizes offered. 

SPECIFICATIONS

Construction: Aluminum with etched opal glass

Light Source: High output LED.

Dimming: Dims to 10% with an electronic low voltage (ELV) dimmer.

Mounting: Mounts directly to junction box.

Finish: Bronze (BZ).

Standards: ETL & cETL listed. ADA compliant.
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ORDER NUMBER

Model Length Wattage Voltage
LED

Lumens
Delivered 
Lumens Finish

WS-W22510
WS-W22514
WS-W22520

10"
14"
20"

10W
15.5W
26.5W

120V
616
918

1620

330
465
840

BZ Bronze

Example: WS-W22520-BZ

REPLACEMENT GLASS

Model Fixture

RPL-GLA-22510 WS-W22510

RPL-GLA-22514 WS-W22514

RPL-GLA-22520 WS-W22520


