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FEATURES

• ETL & cETL damp location listed
• Rotatable arms & articulating lights adjust 360˚ for up or down or 
around light
• Adjustable light source
• Driver located in canopy
• Hang straight swivel
• Universal driver (120V-220V-277V)
• 10’ of wire included to extend pendant up to a total of 120”, three 
12” and one 6” down rods included (additional down rods available for 
purchase)
• Full range dimming when used with compatible dimmers*
• 60,000 hour rated life
• Color Temp: 3000K
• CRI: 90

PRODUCT DESCRIPTION

Engineered with the sophisticated industrial feel of high tech helicopter 
rotors, each arm adjusts up or down with advanced LEDs. A complex 
aerodynamic structural design made simple with advanced technology, 
allowing varying configurations. Available in brushed aluminum 
and anodized black finishes.  Perfect for commercial, hospitality and 
residential environments.

SPECIFICATIONS

Construction: Aluminum and Silicon Diffuser

Light Source: High output LED.

Finish: Brushed Aluminum (AL), Anodized Black (BK), Brushed Brass (BR)

Standards: ETL & cETL damp location listed. 

STACKED – model: PD-507

LED Interior Chandeliers

ORDER NUMBER

Wattage Voltage
LED

Lumens
Delivered 
Lumens Finish

PD-50748 38W 120-277V 4795 2200
AL
BK
BR

brushed Aluminum
Anodized black
brushed brass

Example: PD-50748-BK
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